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SCS 598/300 - SCS 958/300

Condensate drainage

Pressure gauge

On-off switch

Hour meter

Solid shock absorber feet 

Air Dryer 

Control panel 

Metal cabinet with sound proof material



Code Volt/Hz Phase

172951 1x208-240/60 1 270 600 21.1 35.9 10 145 5.5 4 AB 598 2/2 1270 69 63.5x23.6x50 474

172958 3x208-240/60 3 270 600 21.1 35.9 10 145 5.5 4 AB 598 2/2 1270 69 63.5x23.6x50 474

172952 1x208-240/60 1 270 600 21.1 35.9 10 145 5.4 4 AB 598 2/2 1270 69 63.5x23.6x50 518

172959 3x208-240/60 3 270 600 21.1 35.9 10 145 5.5 4 AB 598 2/2 1270 69 63.5x23.6x50 518

Code Volt/Hz Phase

172961 1x208-240/60 1 270 750 26.5 45 10 145 7.5 5.5 AB 958 2/2 1080 66 63.5x23.6x50 507

172968 3x208-240/60 3 270 830 29.3 49.8 10 145 7.5 5.5 AB 958 2/2 980 66 63.5x23.6x50 507

172962 1x208-240/60 1 270 750 26.5 45 10 145 7.5 5.5 AB 958 2/2 1080 66 63.5x23.6x50 606

172969 3x208-240/60 3 270 830 29.3 49.8 10 145 7.5 5.5 AB 958 2/2 980 66 63.5x23.6x50 606
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SCS 958/300

SCS 598/300

With Dryer ABS

With Dryer ABS




